
Product DESCRIPTION:
Assurance unsupported nitrile, 15 mil., flock lined, 13-inch length, 
green, super diamond grip.

	 • Flock lined styles provide increased comfort and ease of donning
	 • Provides superior resistance to physical hazards such as cut, 
		  puncture, snag and abrasion and many chemical hazards 
		  including solvents and oil based chemicals
	 • Made from component materials that comply with Federal Regu-
		  lations for food contact 21CFR, 170-199

Applications:

	 Ideal for chemical processing, oil refining and petrochemicals, food 
processing, aerospace and automotive degreasing, automotive assem-
bly and painting, machining operations, metal fabrication graphic arts 
and printing cleanup, furniture manufacturing and electronics. 

Medium & Heavy Weight Nitrile

DImensions:

Size Available           	 S	 M	 L	 XL	 XXL	 XXXL
Over Length (cm) +/-1cm –A	 33.5	 33.5	 33.5	 33.5	 33.5	 33.5
                      (in)	 13.2	 13.2	 13.2	 13.2	 13.2	 13.2
Palm Width (cm) +/-1cm –B	 10.1	 11.3	 12.3	 13.7	 14.6	 14.6                     
                     (in)	 4.0	 4.4	 4.8	 5.4	 5.7	 5.7
	

Thickness	                                   < ------------------- 0.76 mm ------------------- >
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Barcode #	D ozen	C ase       

50-N155G/XXXL	 01616314044915  	 01616314044915 
50-N155G/XXL	 01616314035500	 01616314035500
50-N155G/XL	 01616314035494	 01616314035494
50-N155G/L	 01616314035463	 01616314035463
50-N155G/M	 01616314035470	 01616314035470	
50-N155G/S	 01616314044908	 01616314044908

A
B

Technical Data:
Material: Nitrile
Color: Green
Cuff Style: Straight Cuff
Available Sizes: S - XXXL
Packaging: 12 pairs per dozen, 12 dozen per case
Case Dimensions  (cm) 35 x 27.6 x 31.8 (in) 18.8 x 10.8 x 12.5

Manufacturer Certifications: ISO9001:2000
Country of Origin/Harmonization Code: Malaysia/4015.19.1050

This document is the property of PIP and the information contained herein is proprietary to PIP.
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